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The specifications and recommendations given in this technical data sheet must not be seen as guaranteed product characteristics. They are based on our laboratory tests and on practical experience. Since individual application
conditions are beyond our knowledge, control and responsibility, this information is provided without any obligation. We do guarantee the continuously high quality of our products. However, own adequate laboratory and practical
tests to find out if the product in question meets the requested properties are recommended. A claim cannot be derived from them. The user bears the only responsibility for non-appropriate or other than specified applications.
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Sealant and Adhesive Remover

removes residues of hardened gaskets

WEICON Sealant and Adhesive Remover quickly and easily
removes residues of hardened sealants and adhesives as well as
lacquers and paints, even from vertical surfaces.

WEICON Sealant and Adhesive Remover can be used on metal,
wood, glass, ceramics, polyethylene and polypropylene. It should
not be used on sensitive plastics such as PVC, synthetics, linoleum,
etc.

Sealant and Adhesive Remover  loosens all kinds of sealant
residues on cylinder heads, oil sumps, water pumps, exhaust
manifolds, valve covers and gearbox flanges. It reliably removes oil
carbon residues, paints and lacquers, and eliminates oils, resins,
greases and tar. It can also be used as a paint stripper for
wood restoration and removes all kinds of adhesives, even cured
cyanoacrylate and anaerobic adhesives.

ISSA: 53.402.02 IMPA: 45 08 02

Technical Data

Colour milky / pink

Odour solvent

Temperature resistance --- °C

Shelf life (minimum) 12 Monate

Special features powerful

Processing
Spray in sufficient quantity onto the part to be treated and allow to
react. If necessary, wipe off with a clean cloth. Repeat process as
required. Avoid contact with plastic and varnished surfaces.

Storage
Pressurized container: protect from sunlight and do not expose to 
temperatures exceeding +50°C.

Safety and health
When using WEICON products, the physical, safety technical, 
toxicological and ecological data and regulations in our EC safety 
data sheets (www.weicon.com) must be observed.


